
Amanzi Entaba Joint Venture TCTA 021-041 
 Additional Geotechnical Investigation Factual Report 
 
 

Report No. 1A-R-211-06 (Rev A) February 2022 

 

 

 

 

ANNEXURE G 

SOIL CORROSITIVITY REPORT 

 

 

 

 

 





























Photographic Record for the Geotechnical Investigation, 
Berg River Voëlvlei Augmentation Scheme (BRVAS), 
Cape Winelands, Western Cape Province.  
Report No. MK21/614/rev.00 
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CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPDE01
Sheet 1 of 1

HOLE No: TPDE01
Sheet 1 of 1

HOLE No: TPDE01
Sheet 1 of 1

HOLE No: TPDE01
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 5.10

 0.00
Moist,  light  brown  with  dark  brown interbedding, very loose, intact, silty
SAND: Alluvium.

Scale
1:25

NOTES
1) No water seepage.

2) Major sidewall collapse from surface.

3) No refusal but test pit terminated due to collapse.

4) CBR sample taken 0.00--5.10m.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
Hitachi 220EX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

Vertical

16/09/21-30/09/21
22/11/2021  08:23
..OLDER\MK21614BRVASEE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  19’40.44"S
18´  58’49.97"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPDE01HOLE No: TPDE01HOLE No: TPDE01HOLE No: TPDE01



 

 

CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPDE02
Sheet 1 of 1

HOLE No: TPDE02
Sheet 1 of 1

HOLE No: TPDE02
Sheet 1 of 1

HOLE No: TPDE02
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 4.50

 0.00
Moist,  light  brown  with  dark  brown interbedding, very loose, intact, silty
SAND: Alluvium.

Scale
1:25

NOTES
1) No water seepage.

2) Major sidewall collapse from surface.

3) No refusal but test pit terminated due to collapse.

4) CBR sample taken 0.00--4.50m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
Hitachi 220EX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:23
..OLDER\MK21614BRVASEE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  19’40.05"S
18´  58’51.45"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPDE02HOLE No: TPDE02HOLE No: TPDE02HOLE No: TPDE02





 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPDE03
Sheet 1 of 1

HOLE No: TPDE03
Sheet 1 of 1

HOLE No: TPDE03
Sheet 1 of 1

HOLE No: TPDE03
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 4.50

 0.00
Moist,  light  brown  with  dark  brown interbedding, very loose, intact, silty
SAND: Alluvium.

Scale
1:25

NOTES
1) No water seepage.

2) Major sidewall collapse from surface.

3) No refusal but test pit terminated due to collapse.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
Hitachi 220EX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:23
..OLDER\MK21614BRVASEE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  19’42.49"S
18´  58’52.93"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPDE03HOLE No: TPDE03HOLE No: TPDE03HOLE No: TPDE03



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPDE04A
Sheet 1 of 1

HOLE No: TPDE04A
Sheet 1 of 1

HOLE No: TPDE04A
Sheet 1 of 1

HOLE No: TPDE04A
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 6.00

 0.00
Slightly  moist  becoming  moist  with  depth,  orange  brown,  very  loose,
intact, silty SAND: Alluvium.

Scale
1:30

NOTES
1) No water seepage.

2) Major sidewall collapse from surface.

3) No refusal but test pit terminated due to collapse.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
Hitachi 220EX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:23
..OLDER\MK21614BRVASEE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  19’39.35"S
18´  58’53.35"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPDE04AHOLE No: TPDE04AHOLE No: TPDE04AHOLE No: TPDE04A







Photographic Record for the Geotechnical Investigation, 
Berg River Voëlvlei Augmentation Scheme (BRVAS), 
Cape Winelands, Western Cape Province.  
Report No. MK21/614/rev.00 
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Photographic Record for the Geotechnical Investigation, 
Berg River Voëlvlei Augmentation Scheme (BRVAS), 
Cape Winelands, Western Cape Province.  
Report No. MK21/614/rev.00 
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TESTPIT PROFILES 
 



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPE01
Sheet 1 of 1

HOLE No: TPE01
Sheet 1 of 1

HOLE No: TPE01
Sheet 1 of 1

HOLE No: TPE01
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.40

 0.00

 2.20

 2.50

Wet, grey brown, loose, intact, silty SAND: Alluvium.

Moist,   orange   brown,  firm,  fissured,  silty  sandy  CLAY  with  rounded
cobbles: Alluvium.

Light  beige  brown  mottled  white,  completely  weathered,  fine  grained,
moderately fractured, very soft rock with seams of residual, SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) No sidewall collapse.

3) Refusal at 2.50m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

Vertical

16/09/21-30/09/21
22/11/2021  08:25
..OLDER\MK21614BRVASSM.TXT

ELEVATION :
X-COORD :
Y-COORD :

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPE01HOLE No: TPE01HOLE No: TPE01HOLE No: TPE01



 

 

INDCBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPE02
Sheet 1 of 1

HOLE No: TPE02
Sheet 1 of 1

HOLE No: TPE02
Sheet 1 of 1

HOLE No: TPE02
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.70

 0.00

 0.90

 1.70

Wet, grey brown, loose, intact, silty SAND: Transported.

Very  moist, orange brown mottled beige, soft, fissured, silty sandy CLAY:
Residual.

Slightly  moist,  orange  brown  mottled  beige,  very  stiff,  shattered,  silty
sandy CLAY: Residual.

Scale
1:10

NOTES
1) No water seepage.

2) No sidewall collapse.

3) Very slow advance from 1.40m.

4) IND sample taken 0.90--1.70m.

5) CBR sample taken 0.90--1.70m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:25
..OLDER\MK21614BRVASSM.TXT

ELEVATION :
X-COORD :
Y-COORD :

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPE02HOLE No: TPE02HOLE No: TPE02HOLE No: TPE02



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPE03
Sheet 1 of 1

HOLE No: TPE03
Sheet 1 of 1

HOLE No: TPE03
Sheet 1 of 1

HOLE No: TPE03
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.40

 0.00

 2.20

Moist, orange brown, loose, intact, silty gravelly SAND: Transported.

Light  beige  brown  mottled orange, highly weathered, fine grained, highly
fractured  with  70  degree  planes,  very soft rock becoming soft rock with
depth, SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) No sidewall collapse.

3) Refusal at 2.20m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:25
..OLDER\MK21614BRVASSM.TXT

ELEVATION :
X-COORD :
Y-COORD :

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPE03HOLE No: TPE03HOLE No: TPE03HOLE No: TPE03



Photographic Record for the Geotechnical Investigation, 
Berg River Voëlvlei Augmentation Scheme (BRVAS), 
Cape Winelands, Western Cape Province.  
Report No. MK21/614/rev.00 
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CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP08
Sheet 1 of 1

HOLE No: TPP08
Sheet 1 of 1

HOLE No: TPP08
Sheet 1 of 1

HOLE No: TPP08
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 1.00

 0.00

 3.00

Wet, grey brown, loose, intact, silty SAND: Alluvium.

Wet, beige brown mottled orange, loose, intact, silty SAND: Alluvium.

Scale
1:15

NOTES
1) No water seepage.

2) Sidewall collapse from surface.

3) CBR sample taken at 1.00--3.00m.

4) No Refusal.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

Vertical

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  19’58.95"S
18´  59’34.40"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP08HOLE No: TPP08HOLE No: TPP08HOLE No: TPP08



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP09
Sheet 1 of 1

HOLE No: TPP09
Sheet 1 of 1

HOLE No: TPP09
Sheet 1 of 1

HOLE No: TPP09
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.50

 0.00

 1.80

 2.10

Wet, grey brown, loose, intact, silty SAND: Alluvium.

Wet, beige brown mottled orange, loose, intact, silty SAND: Alluvium.

Light    beige   brown   mottled   grey,   highly   weathered,   fine   grained,
moderately fractured, soft rock, SHALE.

Scale
1:10

NOTES
1) No water seepage.

2) Stable side walls.

3) No refusal but slow advance from 1.90m.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’1.62"S
18´  59’41.46"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP09HOLE No: TPP09HOLE No: TPP09HOLE No: TPP09



 

 

IND

IND

CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP10
Sheet 1 of 1

HOLE No: TPP10
Sheet 1 of 1

HOLE No: TPP10
Sheet 1 of 1

HOLE No: TPP10
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.60

 0.00

 0.90

 1.70

Moist, dark brown, loose, intact, silty SAND: Transported.

Moist,  orange brown mottled orange, tightly packed, rounded GRAVEL in
a clayey matrix: Alluvium.

Light   beige   brown   stained   orange,   highly  weathered,  fine  grained,
moderately   fractured,  soft  rock  with  interbedded  seams  of  silty  clay,
SHALE.

Scale
1:10

NOTES
1) No water seepage.

2) Stable side walls.

3) IND sample taken at 0.00--0.60m.

4) IND sample taken at 0.60--0.90m.

5) CBR sample taken at 0.90--1.70m.

6) Refusal at 1.70m.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’4.44"S
18´  59’48.46"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP10HOLE No: TPP10HOLE No: TPP10HOLE No: TPP10



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP11
Sheet 1 of 1

HOLE No: TPP11
Sheet 1 of 1

HOLE No: TPP11
Sheet 1 of 1

HOLE No: TPP11
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.50

 0.00

 1.10

 1.50

Moist, dark brown, loose, intact, silty SAND: Transported.

Moist,  orange brown mottled orange, tightly packed, rounded GRAVEL in
a clayey matrix: Alluvium.

Light   beige   brown   stained   orange,   highly  weathered,  fine  grained,
moderately fractured, soft rock, SHALE.

Scale
1:10

NOTES
1) No water seepage.

2) Stable side walls.

3) Refusal at 1.50m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’8.48"S
18´  59’54.49"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP11HOLE No: TPP11HOLE No: TPP11HOLE No: TPP11



 

 

INDCBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP12
Sheet 1 of 1

HOLE No: TPP12
Sheet 1 of 1

HOLE No: TPP12
Sheet 1 of 1

HOLE No: TPP12
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.60

 0.00

 1.00

 3.00

Wet, orange brown, loose, intact, silty SAND: Transported.

Moist,  orange  brown  mottled  beige  in places, firm, fissured, silty sandy
CLAY: Residual shale.

Orange  brown  blotched  white and beige, highly weathered, fine grained,
laminated,  highly  fractured, very soft rock becoming soft rock with depth,
SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Stable side walls.

3) IND sample taken at 1.00--3.00m.

4) CBR sample taken at 1.00--3.00m.

5) No refusal.
CONTRACTOR :

MACHINE :
DRILLED BY :

PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’12.47"S
19´  00’0.63"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP12HOLE No: TPP12HOLE No: TPP12HOLE No: TPP12



 

 

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP13
Sheet 1 of 1

HOLE No: TPP13
Sheet 1 of 1

HOLE No: TPP13
Sheet 1 of 1

HOLE No: TPP13
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.50

 0.00

 0.90

 2.40

Moist, grey brown, loose, intact, silty SAND: Transported.

Moist,  orange  brown  mottled  white,  stiff, fissured, silty CLAY with shale
gravels: Residual shale.

Light  beige  brown  mottled  white,  highly  weathered, fine grained, thinly
laminated,   highly   fractured,  very  soft  rock  with  interbedded  residual
becoming soft rock with depth, SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Stable side walls.

3) Refusal at 2.40m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’17.70"S
19´  00’05.07"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP13HOLE No: TPP13HOLE No: TPP13HOLE No: TPP13



 

 

IND

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP14
Sheet 1 of 1

HOLE No: TPP14
Sheet 1 of 1

HOLE No: TPP14
Sheet 1 of 1

HOLE No: TPP14
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.50

 0.00

 0.90

 2.20

Moist, grey brown, loose, intact, silty SAND: Transported.

Moist,  orange  brown  mottled  white,  stiff, fissured, silty CLAY with shale
gravels: Residual shale.

Light  beige  brown  mottled  white,  highly  weathered, fine grained, thinly
laminated,  highly  fractured, very soft rock becoming soft rock with depth,
SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Minor sidewall collapse to 0.50m.

3) IND sample taken at 0.90--2.20m.

4) Refusal at 2.20m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’22.07"S
19´  00’10.83"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP14HOLE No: TPP14HOLE No: TPP14HOLE No: TPP14



 

 

CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP15
Sheet 1 of 1

HOLE No: TPP15
Sheet 1 of 1

HOLE No: TPP15
Sheet 1 of 1

HOLE No: TPP15
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.50

 0.00

 1.10

 1.80

Moist, grey brown, loose, intact, silty SAND: Transported.

Moist,  orange  brown  mottled  white,  stiff, fissured, silty CLAY with shale
gravels: Residual shale.

Light  beige  brown  mottled  white,  highly  weathered, fine grained, thinly
laminated,  highly  fractured, very soft rock becoming soft rock with depth,
SHALE.

Scale
1:10

NOTES
1) No water seepage.

2) Stable side walls.

3) CBR sample taken at 1.10--1.80m.

4) Refusal at 1.80m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
DATE :

DATE :
TEXT :

16/09/21-30/09/21
22/11/2021  08:27
..RVASTESTPITSPIPELINE.TXT

ELEVATION :
X-COORD :
Y-COORD :

33´  20’26.52"S
19´  00’16.47"E

dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd

HOLE No: TPP15HOLE No: TPP15HOLE No: TPP15HOLE No: TPP15



 

 

CBR

Trans Caledon Tunnel Authority
Geotechnical Investigation
Berg River Voelvlei Augmentation Scheme
Riebeek Kasteel
Western Cape Province

HOLE No: TPP16
Sheet 1 of 1

HOLE No: TPP16
Sheet 1 of 1

HOLE No: TPP16
Sheet 1 of 1

HOLE No: TPP16
Sheet 1 of 1

JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614

 0.30

 0.00

 1.00

 2.20

Moist, grey brown, loose, intact, silty SAND: Transported.

Moist,  orange  brown  mottled  white,  stiff, fissured, silty CLAY with shale
gravels: Residual shale.

Light  beige  brown  mottled  white,  highly  weathered, fine grained, thinly
laminated,  highly  fractured, very soft rock becoming soft rock with depth,
SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Stable side walls.

3) CBR sample taken at 1.00--2.20m.

4) Refusal at 2.20m.
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DRILLED BY :
PROFILED BY :
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SETUP FILE :
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KN
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DATE :
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dotPLOT 7022   PBpH67D0BE   Mukona Consulting Engineers (Pty) Ltd
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JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614
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Moist,   orange   brown,  firm,  fissured,  silty  CLAY  with  sub-rounded  to
rounded cobbles: Alluvium.

Moist, orange brown, firm, fissured, silty CLAY: Alluvium.

Slightly  moist,  orange  brown  mottled  light beige, stiff, slickensided, silty
CLAY with scattered shale gravels: Residual shale.

Light  grey  beige  mottled  white,  highly  weathered,  fine  grained,  thinly
laminated,  highly  fractured, very soft rock becoming soft rock with depth,
SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Stable side walls.

3) Refusal at 2.20m.

CONTRACTOR :
MACHINE :

DRILLED BY :
PROFILED BY :

TYPE SET BY :
SETUP FILE :

Mukona Consulting Engineers
JCB 3 CX
Ronald
K Naidoo
KN
STANDARD.SET

INCLINATION :
DIAM :
DATE :
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TEXT :

16/09/21-30/09/21
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JOB NUMBER: MK-21-614JOB NUMBER: MK-21-614
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Moist, grey brown, loose, intact, silty clayey SAND: Transported.

Moist,  orange  brown,  firm,  fissured,  silty  CLAY  with rounded cobbles:
Alluvium.

Grey  brown  to  light  beige  brown blotched white, highly weathered, fine
grained,  thinly laminated, highly fractured, very soft rock with interbedded
residual in the upper horizon, SHALE.

Scale
1:15

NOTES
1) No water seepage.

2) Stable side walls.

3) No refusal.
CONTRACTOR :

MACHINE :
DRILLED BY :
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